ABB Introduces ACSM1 High Performance Positioning Drive

ABB recently introduced its ACSM1 Performance Positioning Drive, the most adaptable positioning drive in the market that allows control of synchronous or asynchronous motors, either open loop or closed loop with enhanced direct torque control. The drive is available from 1.0 – 200HP 480Vac (0.75 - 160 kW) in five frame sizes (A – E), for use on three-phase, 380 to 480 Vac, 240Vac (50% Pn derate) or a 48V DC battery supply. 

With the new drive, machinery builders only need to specify one drive for a variety of motor types along with the widest range of speed and position feedback devices such as resolvers, absolute encoders and incremental encoders. Several mounting and cooling options are available including DIN rail, air cooled, cold plate, liquid cooled, push through and horizontal. 
System Integrators, OEMs and users are benefiting from the cost and energy savings due to small size, side-by-side mounting, UL Regen/LCL filter, common DC bus, latest power and control platform, ease of use, software wizards for fast commissioning, modular and user friendly construction, internal PLC capabilities, communication fieldbus connectivity, drive-to-drive link, removable firmware/parameter memory module, fast and embedded I/O, additional and configurable I/O’s, keypad, HMI connectivity, safety features, function block programming and integrated braking chopper. If the power unit or control unit is replaced, the drive can be re-commissioned without drive knowledge.  There is no need to set any parameters, as the complete settings are available within the removable memory module.  

For more information visit www.abb.com or contact Michael Mikolajczak, product line manager, michael.j.mikolajczak@us.abb.com. 
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