Phoenix Contact expands its Smart Managed Compact Switch Line
 January 2010 
Managed 10/100 options for industrial applications 
Phoenix Contact expands its Smart Managed Compact Switch line of Ethernet products with the introduction of two Fast Ethernet variants. The new SMCS models provide 10/100 Mbps connectivity. The fiber model, with its two Gigabit fiber interfaces, opens the network possibility of Gig fiber uplink/ring capability with Fast Ethernet downstream operation. These additional variants are suited to operate equally well within Profinet and EtherNet/IP installations, as well as standard Ethernet applications. Like the Gigabit versions of the SMCS, the new models also have ATEX Zone 2 certification. 
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The two new SMCS models offer the following features: 

• Integrated Web server enables easy access to switch functionalities and settings 

• SNMP (Simple Network Management Protocol) support for switch diagnostics and configuration 

• Available memory plug options enable saving switch configuration and Media Redundancy Protocol (MRP) Ring Manager 

• Multiple configuration choices: Web browser, SNMP or serial connection 

• RSTP and fast ring redundancy for recovery times as low as 100 ms 

• Mode button selection for default EtherNet/IP & Profinet configurations 

• MRP client or manager capability 

• IGMP Snooping and Query for multicast applications and EtherNet/IP requirements 

• VLAN support to allow logical network segmentation 

• Port security, statistics and diagnostics 

• Broadcast/multicast limiter and port mirroring 
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	2989226 FL SWITCH SMCS 8TX 

Eight RJ45 ports (twisted pair), 10/100 Mbps with 

auto-negotiation and autocross 
	2989323 FL SWITCH SMCS 6TX/2SFP 

Six RJ45 ports (twisted pair), 10/100 Mbps with 

auto-negotiation and autocross; two SFP interfaces(Gigabit glass fiber) at 1000 Mbps 


Small form factor pluggable (SFP) modules with LC connector for FO input/output in Gigabit Ethernet networks 

2891754 FL SFP SX 850 nm wavelength (short), to 550 m, multi-mode fiber 

2891767 FL SFP LX 1310 nm wavelength (long), to 30 km, single-mode fiber 

2989912 FL SFP LH 1550 nm wavelength (long-haul), to 80 km, single-mode fiber
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2891259 FL MEM PLUG 

Removable configuration memory supports the saving of device configurations. This enables quick setup and easy device service replacement, without using additional configuration tools.
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2891275 FL MEM PLUG/MRM 

While providing the same removable configuration memory capabilities, the MEM PLUG/MRM can also be used to extend the functionality of the Smart Managed Compact Switches with a Media Redundancy Manager (MRM) role, in accordance with the IEC 62439 MRP protocol. The Media Redundancy Protocol (MRP) ensures short recovery times in the event of a data channel interruption. 
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For more information on Phoenix Contact Inc Ethernet products visit:

http://www.phoenixcontact.com/automation/32119_15322.htm
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